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E REVISED PER ECO—12-009789 090CT12 KH SM
A MATERIAL
B HOUSING: THERMOPLASTIC POLYESTER,GLASS FILLED,UL94V—O.
h | | ﬁ POST: COPPER ALLOY
E E A FINISH
HOUSING: NATURAL
POST, SEE NOTES 12 & 13 FOR PLATING
& A POSTS NO. 3, 4, 7 & 8 OMITTED.
N : | B B 1.98 L‘l POST SOLDERTAILS COMPLY WITH AMP SOLDERABILITY SPEC 109—11-2.
. - [.078] REF
D * : , M\ M\ zix POST WITHSTANDS 13.34N (3 LB) MIN AXIAL FORCE IN EITHER D
h4/ r# h4/ ré DIRECTION WITHOUT DISLODGING.
+ + + +
—10.13/25.4 [.005] [1.000] [ B — — = [ — — B = A APPLIES AT |—A—
\ @EP\ A APPLIES WHEN THE HEADER IS STRAIGHT.
7 0B S0y A
l PLASTIC PROJECTIONS PERMITTED IN THIS ZONE.
_B_
19& COORDINATE DIMENSIONS APPLIES FROM THE CENTER
I OF THE ACTUAL FEATURE.
- L REF - ﬁ
SOLDER SIDE OF BOARD IS SHOWN.
ﬁ THE RENTENTION TABS PROVIDE A ONE—TIME INTERFERENCE FIT
IN THE 1.63[.064] DIAMETER BOARD HOLE FOR HEADER ASSEMBLY
RETENTION DURING SOLDERING. FOUR TABS PER PEG, TWO PEGS
1 984008 1.14£0.05 PER HEADER ASSEMBLY.
['078i ’oo:s] _ - [.045+.001] C
5 PLC 3.96 T o025 [L0O10]@][A 0.89 ~[0.25 [.070] / Ex PLATING: GOLD PLATE AREA, 0.00076[.000030] GOLD OR 0.000076[.000003]
- - [.156] e [.035] REF —— " — ‘ : MIN GOLD FLASH OVER 0.00068[.000027] PALLADIUM NICKEL, PER
M A ALL POSTS TE CONNECTIVITY’S DISCRETION, ALL SIDES, OVER NICKEL UNDERPLATE,
TP INTERRUPTED WALL 0.00127[.000050] MIN, ALL SIDES AND ENTIRE LENGTH OF POST.
FOR POSITION SIZES | gs+0.13
/1 \ 8 AND ABOVE =Y-0.25 ﬁ PLATING: BRIGHT TIN/LEAD (9/37) PLATE AREA, 0.00381—0.00889
o 0737002 [.000150—.000350] THICK,ALL FOUR SIDES, 3.18 [.125] MIN FOR 1—-0.
C _— 010 C
VATING END\ POAT # 1 [.210] REF - TYP 14 DIMENSIONS IN BRACKETS ARE IN INCHES.
TYP
/ A ALL POSITION SIZES HAVE THE BACKWALL NOTCHED ON BOTH ENDS
AN 1 Mmoo AS SHOWN,
318 A POSITION SIZES 8 AND ABOVE HAVE AN INTERRUPTED BACKWALL
—[1‘25] J AT VARIOUS LOCATIONS (SEE TABLE FOR INTERRUPTION(S) LOCATIONS).
' L
10.54 @
0.13/254 [.005] [1.000] 1143 fa15] FDGE OF POLARIZING LOCK WALL TO BE IN LINE WITH CENTERLINE OF
- —A— * : ADJACENT POST WITHIN £0.13 [.005]. L
[.450] REF VN
‘ , 13.84+0.25
| || L] L] L] 545+.010 .
/] l NOTCH SHOWN MAY OR MAY NOT APPEAR
| 17.78+0.25
A [.700+.010] /] éﬁ PLATING:  MATTE TIN PLATE AREA, 0.00381—0.00889 [.000150—.000350] THICK,
15V/18 ALL FOUR SIDES 3.18 [.125].FOR 4—-0.
3.1840.25 \_/
SOLDERTAIL [.125+.010]
A A ‘ | |
T T f;f A | \
\ Y
2.54
A _ 8.51
B 10.80 B
= [425) ~
S\ #1.63+0.05 R REE
[6.064+.002] = ~ [.078]
¢0.10 [.004]® DG TYP
2 PLC 3.96 B N
[156] [T - EDGE OF P. C. BOARD
/
TYP 90° REF
$1.70+0.05 TYP RETENTION TABS
[ / < [6.067+.002] TYP 4 PLC
5.72 I ®\ ® $]0.10 [.004]® f 2
[.225]
e e C NI O RN IR © N
—D- I8 3&4, 7&8 39.50 [1.555] 10 4—644786—0
VIEW A—A
S&4, /&8 59.50 1.555 10 1—644/86—0
ot (ZENFE)LCHOLES ONLY) SUALE 1O - (5) | ]
[.167]] BACKWALL INTERRUPTION (5 NO OF
A FINISH BETWEEN POST - posiTions | PART NO -,
RECOMMENDED MOUNTING HOLE PATTERN 115 DRAVING 5 A CONTROLLED BORLMENT- | T BECK =TE TE Connectivity
FOF\) 1 57[062] TH|CK PC BOAF\)D iE DIMENSIONS: OTTSE%%NSCEESSPUENCL\EFS\SD- APE/%D. SWING —
mm [INCHES] - PREDUCT = MTA—156 HEADER ASSEMBLY, POLARIZED
T LOCK, STRAIGHT .045 SQUARE POST,
@gg PLE E 03L008) e e .000030 GOLD PLATED, WITH RETENTION
iNgtES + 7i B . SIZE CAGE CODE | DRAWING NO RESTRICTED TO
MATERIAL ; FINISH ; WEIGHT _ AW 00779 @':'644786 T
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