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LED ELECTRICAL CHARCTERISTIC

NODE(LED 1) COLOR

B1(+) B3(-) YELLOW

B2 : UNUSED

B3 B1

B2

LED ELECTRICAL CHARCTERISTIC

NODE(LED 2) COLOR

A1(-) A2(+) ORANGE

A3(-) A2(+) GREEN

A1(-) & A3(-) A2(+) YELLOW

A1

A2

A3

NOTES:
1. MATERIAL: 
   1.1 HOUSING/COVER: PA6T WITH 30% GF, UL94 V-0, COLOR: BLACK.
   1.2 CONTACT: PHOSPHOR BRONZE.
   1.3 SHELL: BRASS
   1.4 LED: EPOXY
2. FINISH:
   2.1 CONTACT:  .000050" MIN NICKEL UNDERPLATED,
                             GOLD FLASH ON CONTACT SURFACE,
                             .000100" PURE TIN, MATTE ON TERMINATION.      
   2.2 SHELL: .000050" MIN NICKEL UNDERPLATED.    
   2.3 LED: .000050" MIN NICKEL UNDERPLATED,  
                   .000100" PURE TIN, MATTE ON TERMINATION.               
3. LED CHARACTERISTICS:
   3.1 POWER DISSIPATION: 60mW MAX.
   3.2 FORWARD CURRENT: 30mW MAX.
   3.3 FORWARD VOLTAGE: 2.2 VOLTS TYPICAL.
   3.4 REVERSE VOLTAGE: 5.0 VOLTS TYPICAL.
   3.5 PERK EMISSION WAVELENGTH: GREEN LED: 560~580nm TYPICAL.
                                                                 YELLOW LED: 580~600nm TYPICAL.
                                                                 ORANGE LED: 595~615nm TYPICAL.
4. LOW HALOGEN SPEC: 
    CHLORINE(Cl): 900ppm MAX.
    BROMINE(Br): 900ppm MAX.
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