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PART NUMBERCOLOR CAPDESCRIPTION

2111676-1LIGHT ALMOND

2111676-2BLACK

2111676-4GRAY

2111676-5ORANGE

2111676-6BLUE

2111676-7REDWITH
DUST
COVER

2111676-8YELLOW

2111676-9GREEN

1-2111676-0VIOLET

1-2111676-1ELECTRIC IVORY

1-2111676-3ALPINE WHITE

 MATERIAL:
       -FRONT HOUSING - POLYCARBONATE, 94V-0 RATED.
       -COLOR CAP AND DUST COVER- POLYCARBONATE, 94V-0 RATED.
       -TERMINAL HOUSING - POLYCARBONATE, 94V-0 RATED.
       -BACK HOUSING - POLYCARBONATE, 94V-0 RATED.
       -CABLE STRAIN RELIEF - POLYCARBONATE, 94V-0 RATED.
       -ARRAY TRAY - PBT POLYESTER.
       -CONTACT ARRAY - BERYLLIUM COPPER, PLATED WITH
        1.27µm [.000050] MINIMUM THICK GOLD IN LOCALIZED
        AREA AND 3.81µm [.000150] MINIMUM THICK MATTE TIN SOLDER
        AREA OVER 1.27µm [.000050] MINIMUM THICK NICKEL UNDERPLATE.
       -IDC TERMINALS - PHOSPHOROUS BRONZE, PLATED WITH
        3.81µm [.00015] MINIMUM THICK MATTE TIN OVER
        1.27µm [.00005] MINIMUM THICK NICKEL UNDERPLATE.

 2. JACK WILL TERMINATE 22-24 AWG SOLID OR 24 AWG STRANDED
    CONDUCTORS UP TO 0.65 [0.025] DIAMETER, OR 1.60 [0.063] MAXIMUM
    INSULATION DIAMETER. MAXIMUM OVERALL CABLE DIAMETER 9.0 [0.354].

 CAVITY CONFORMS TO FCC RULES AND REGULATIONS
    PART 68 SUBPART F REQUIREMENTS.

 4. MOUNTING PANEL THICKNESS 1.47 - 1.60 [.058 - .063].

 5. REFER TO 408-10470 FOR TERMINATION INSTRUCTIONS USING SL 
    SERIES TOOL TERMINATION.

 FRONT AND BACK HOUSING SUB-ASSEMBLY SHIPPED TOGETHER
    AS A SET BUT NOT ASSEMBLED. SEE EXPLODED VIEW AS SHIPPED. 

 BASE PART NUMBER AND DATE CODE LOCATED APPROXIMATELY AS SHOWN.
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