2 1

JL

THIS COPY 1S PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
PANDUIT P/N WEITGHT
.90 LB/10O PCS
1.03 — NKPPN48P (408.5 g/EACH PC)
26.2
[ ] NOTES:
1. SEE CURRENT CATALOG FOR ADDITIONAL
PART NUMBER SUFFIXES TO INDICATE
COLOR AND OR PACKAGE QUANTITY.
7 N\ Y 2. SEE CATALOG FOR COMPLETE LIST OF
PARTS APPLICABLE FOR USE WITH THIS
- PART.
|D' 3. DIMENSIONS IN PARENTHESES ARE IN
METRIC.
4. THE PATCH PANEL IS DESIGNED FOR
MOUNTING TO 19" UNIVERSAL RACKS.
4. PART INCLUDES:
.24 1 - PANEL ASSEMBLY
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} = — = [31.6] #12-24 SCREWS)
- SCREW KIT (INCLUDES FOUR
3.2 WL LI L LI L L L2 ME& SCREWS)
(@) 2 3 34 5 8)(7 8 9 0 6 )3 ¥ B % 17 B) (@ 20 2 22 23 28) o
[87&)] o |H g B { g G - —
s UL L L L L L L L L L L] o
ol T s m D T E DT I IR A B EEEETE)| o
— 1.74
[44.3]
18.92 L B2
[480.4] [15.8]
NKPPN48P N/ A
N/ A N/A
A NETKEY 48 PORT ALL MOLDED MODULAR PATCH PANEL
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UNLESS OTHERWISE SPECIFIED, MATERIAL:
DIMENSIONAL TOLERANCES ARE: IN [ mm]] BASE-REINFORCED PBT
X, [2.54] XXX 2,005 [ 127 ] COVER-ABS
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