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Materials:
DESCRIPTION l INSULATION JACKET . UL2835! ErL Veriﬂed / CSA 219561
1. Tensile S HDFE PVC e Conductor:
::;1:::'1‘. Unaged £1.69 21.05 - 24AWG*4P
b ‘i‘” N - Bare Copper Wire
2 Elongaion () ‘:"d“’ Z — - 1/0.515+0.008MM
S Py e PR * Insulation:
4. Flame Retardant Test PASS FT2 = HDPE
ECN  No: o - Min. Average Thickness: 0.18MM
il ’ - Diameter: 0.92+0.05MM
e Jacket:
- PVC, CM
- Min. Average Thickness: 0.55MM
é\é\ - Diameter: 5.5+0.15MM
‘) - Color: Grey / MGY001
Q?, Electrical:
Jacket O « Rated Temperature/Voltage: 60°C / 30V
Color Code: ¢ DC Conductor Resistance @20°C: £93.25Q/KM
sl g;?gvt:,h&ijiz;lgrange 24AWG
Green, White/Green ¢ Insulation Resistance @20°C: >100MQ-KM
Brown, White/Brown « Dielectric Strength for 1 Min.: 500V AC
Insulation
Scale 11 Name Item No.
TOLERANCE Drawn | 12.19.11 | Chappell ATU P'P305T
XX +0.40
XXX |0.25 Approved Title catse, UTP, Twisted Pair, ANG24/1,
YOXX | +0.15 4x2 pairs, solid, 305 meters
S Drawing No.
RoHS [lEa== rev00
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