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Cable RG/U
Cable Attachment Dimensions, inches (millimeters) Construction Notes Military Amphenol

Fig.
Outer Inner a � b c � CAI Plt. Ins. Number Number

58, 141 Crimp Crimp 1.17(29.8) .562(14.3) .206(5.2) C26a P33 D1 M39012/17-0013 31-4327* 1

Crimp Crimp 1.17(29.7) .510(13.0) .206(5.2) C26a P15 D1 — 36800* 1

Crimp Crimp 1.32(33.5) .435(11.0) .210(5.3) C26a P7 D23 — 36800-RFX 1

59, 62, 71, 140, 210 Clamp Solder 1.14(29.0) .562(14.3) .259(6.6) C25 P1 D1 UG-261/U 31-15* 2

174, 188, 316 Crimp Crimp 1.19(30.2) .571(14.5) .106(2.7) C26a P15 D23 — 31-315-RFX 2

223 Clamp Solder 1.14(29.0) .562(14.3) .220(5.0) C25 P1 D1 UG-89/U 31-5 2

174, 188, 316 Crimp Crimp 1.07(27.3) .453(11.5) .106(2.7) C26a P15 D23 — 31-317-RFX 1

174, 188, 316 Crimp Crimp 1.39(35.3) .562(14.3) .125(3.2) C26a P15 D1 — 31-317* 1

174, 179, 187, 188, 316 Clamp Solder 1.14(29.0) .687(17.5) .117(3.0) C25 P1 D1 — 86425* 3

59, 62, 140, 210 Crimp Crimp 1.18(30.0) .510(13.0) .261(6.6) C26a P15 D1 — 68150* 1

223 Clamp Clamp 1.14(29.0) .562(14.3) .220(5.0) C25 P1 D1 — 31-5-RFX 2

BNC CABLE JACKS

� accommodates cable diameter * recognized under the component program of U.L., Inc.      � distributor stocked     � includes outer ferrule

Fig. 3

BNC Panel Jack
86425

a �

b

c•

a 

b

c•

b

c•

a 

square 

.090(2.3) thick

.117(3.0) max panel

.500(12.7)

.453(11.5)

.125(3.2)
dia. 4 holes 

L

�

�

�


