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FOR #10 STUD WIRE RANGE L Br 3088 Certified
BODY 12-10 AWG 12—10 AWG 12— 10AWG
SERRA-“ONS SOLID OR STRANDED SOLID OR STRANDED SOLID OR STRANDED
INSULATION
. 1.02£0. i +.
SLEEVE 1 TONGUE MATERIAL THK: 1.02 C)O5[O4O OO2]
‘_QSF\\jWWﬁﬁ%W%; @\P 2 FOR WIRE INSULATION DMu\381f150] W3f584f230]
‘ @792 Zﬁl STAMP AMP 12—10* APPROX AS SHOWN.
AT y [2.312]
;i ‘ ‘< Zﬁl DIMENSION APPLIES FROM EDGE OF METAL WIRE BARREL
U TO CENTER OF STUD HOLE.
gy ] &
— i Zﬁl MATERIAL: BODY & SLEEVE: COPPER PER ASTM B152.
INSULATION : NYLON
0.79
o] = [031] 767 /a\ /6\ FINISH: BODY & SLEEVE: TIN PLATE PER ASTM B545.
' —— [.302] —= INSULATION: COLOR—YELLOW.
MIN MIN
22.68
~ [.893] -
MAX
26.72
- [1.052] -

MAX

o0 LOOSE PC, BOX 8—3524918-2
2500 ON TAPE REEL 1-3%24918-0
200 LOOSE PIECE 524918
QTY PACKAGE TYPE PART NO

AMP

INCORPORATED
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PRODUCT INFORMATION CENTER
1-800-522-6752

RECOMMENDED OPERATING TEMPERATURE:

DIMENSIONS:

mm [INCHES]

105°C [221°F]

FOR APPLICATION
TOOLING INFORMATION

TOOLING ASSISTANCE CENTER
1-800-722—-1111

VOLTAGE RATING:
300V MAX

@1

TOLERANCES UNLESS

CHK
ROHDE DANIEL

Q3APR12

=1TE

TE Connectivity

OTHERWISE SPECIFIED:

APVD
ROHDE DANIEL

Q3APR12

0 PLC
1 PLC + -
2 PLC + 0.20[.008]

+

PRODUCT SPEC

5 PLC + -

4 PLC + -
ANGLES + -

APPLICATION SPEC

NAME

WIRE TERMINAL
P.I.D.C RING TONGUE
WIRE SIZE 12-10

FOR ORDER ENTRY

1-800-526-5142

WIRE CROSS SECTIONAL AREA RANGE:
2.62—6.64mm?* [5,180—13,100] CIR.MIL

MATERIAL i

SOLID OR STRANDED

FINISH i

WEIGHT

SIZE
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00779
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