NOTES: > 3
1.0 SPECIFICATIONS: T E
1.1 FREQ. RANGE: DC to 18.0 GHz A o =
1.2 ATTENUATION ACCURACY: = s

0dB +O.3/—OdB SMA FEMALE CONN. >|< o
0.5 — 6dB +0.3dB PER MIL—PRF-=39012 >|< g
7 — 20dB  +0.5dB TYP (BOTH ENDS) 0
21 — 30dB +1.0dB >
1.3 MAXIMUM VSWR: ALL OTHER — =L | N — S
0.5dB dB VALUES N E O N
DC to 4.0 GHz: 1.12:1 1.12:1 L - 28 DIA -
4.0 to 8.0 GHz: 1.18:1 1.15:1 —- S = - (7.1) Q @
8.0 to 18.0 GHz: 1.25:1 1.20: 1 O ;
o > m | i
1.4 MAXIMUM INPUT POWER: 2 WATTS AVG < ©
AT +25°C DERATED LINEARLY TO
0.5 WATTS AT +125°C
1.5 OPERATING TEMP. RANGE: —65°C to +125°C - A -
A EPOXY UNIT PER EPX—-08000—44—-01
AS SHOWN.
3.0 MARKING
3.1 MARK UNIT AS SHOWN:
(REF.: INK—03838—27—XX)
4.0 DIMECIE%I}IESRISN PARENTHESIS ARE IN ATTENUATION VALUE DIM A
' 1 thru 10dB .90(22.9)
20 dB 1.03(26.2)
DWG. # WAS: 02334—-01-00
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